
Next-Gen Easy Upgrade, 
Home Heating Rform
Full Product Line Exceeds
CEE Advanced Tier

Up to 100% Cooling Output 

110°F
43°C-13°F

-25°C
Up to 100% Heating Output with 
COP up to 1.9

19.0SEER2
Up To 2.14COP@5°F

Up To 12.5EER2
Up To 10.8HSPF2

Up To

High Efficiency Central Ducted 
Systems 

Functionality Down to -22°F

100% Heating Output at 5°F

Continuous Operation Up to 122°F

Up to 100% Cooling Output at 110°F

Extreme Heating and Cooling

Easy to Adapt
Computational Constant 
Airflow 2.0 

Static pressure up to 0.8” W.C.• 

Adapt to different ductwork
designs & filtration needs

• 

Up to 60 level adjustable 
CFM according to actual needs

• 

What Makes  Easy
Upgrade Solutions

Easy 

Easy to Replace
BI-COMM Technology 

Compatible with 485 or 24V• 

Flexible mix & match with
existing equipment

• 

1.5-5 tons

1.5-5 tons



1.5-3 Tons

The system’s Versatility makes it applicable 
across a wider range of scenarios and 
conditions, allowing homeowners to keep 
their ducted system while adding ductless 
units for additional climate control.

Incorporating an up to 3-ton AHU
into the multi-zone system

Air Handler

0.5-3 Tons
Ultra High Efficiency

Advanced humidity control maintains a stable 
room temperature Step out for over 30 
minutes and the system will automatically 
lower operating frequency to conserve energy

Intelligent Sensor

All Easy Pro

35.1SEER2
Up To

Slim Duct

9.65 Inches Height (3Ton Model)

Ensures constant airflow within 0.8" static pressure

Computational Constant Airflow Technology

0.75-5 Tons 20.2SEER2
Up To

Ducted & Ductless Compatible
Multi-Zone System

1.5-5 Tons

• Up to 25.2 SEER2 

• Cold Climate Heating
 Down to -22°F

• Power Up to 6 Zones 

Console

0.75-1.5 Tons

*Compared to the last generation Midea Console unit.

65.3% Larger Upper Air Outlet*
94.1% Larger Lower Air Outlet*

Two Way Installation

IN-Cassette

0.5-1.5 Tons
Built-In Design

Fits into both current and
future joist standards

• Elevation Panel

Easier to clean air filter

• 

Hang up & screw in

Two Way Installation• 



Easy to Install & Fit in Different Spaces
Latching Modular Design• 6-Way Installation• 

One-man Operation• No Coil Reconfiguration 
for Different Installation Styles

• 

Same Width, Multi-Voltage

115V & 208/230V
One Unit with Multi-voltage

14.5”-21.5”
Same Width as the 
Gas Furnace of the Same Capacity

• 

• 

• 

• 

• 

Compatible with 485 or 24V

Computational Constant Airflow 2.0
Provides Consistent Airflow Up to 1.0 in. W.C.

Filtration Module Compatible with 1” to 4” Filters

OTA & iCheck Functions

Demand Response Capability

• Optional 3-stage Auxiliary Heat Kit

• Full Product Line Compatible with 
R454B Refrigerant

 “Easy” Features

Next-Gen Easy Upgrade, 
Home Heating Reform

Easy to Replace
Gas Furnaces

Exceeds CEE Advanced Tier

3.75UEF

3.90UEF65 gallon

4.00UEF80 gallon

50 gallon

Top Tier Energy Efficiency

Up to 75% Annual Energy Savings*
*Compared to the traditional electric water heater 

Heat Pump 
Water Heater



A-Coil

1.5-5 Tons
17.0SEER2

Up To 11.7EER2
Up To

Ceiling-Mounted Air Handler

1.5-3 Tons
19.0SEER2

Up To 12.4EER2
Up To 9.9HSPF2

Up To

Easy to Install
Industry-Standard Sizes
Easy to Replace the Old Unit 

Potentially the Highest Static 
Pressure in the Industry
Sufficient Airflow Up to 0.8” w.c.

Easy to Install
Compact Sizes
Fit Various Installation Space

Four-Way Installation
Up/Down/Left/Right

Air Handler

1.5-5 Tons
19.0SEER2

Up To 12.5EER2
Up To 10.3HSPF2

Up To



Packaged Window
Heat Pump
#CleanHeat 4All Winner 
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Saddle Shape with 
Unique Installation

• 

Self-Contained 
Condensate Management

• 

Wireless Mesh BACnet Capability• 

Midea Smart Home Capable• 

CEER 16.2 SEER2 19.0 HSPF2 10.12

634*531


